
W81G66-3261-0518

AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.

15A. NAME AND TITLE OF SIGNER (Type or print)

30-105-04EXCEPTION TO SF 30
APPROVED BY OIRM 11-84

STANDARD FORM 30 (Rev. 10-83)
Prescribed by GSA
FAR (48 CFR) 53.243

Reference Solicitation No. W912P6-04-R-0001 for Deer Creek Flood Control Project, Ford Heights, Illinois.

Continued on the next page.

1. CONTRACT ID CODE PAGE OF  PAGES

1 2

16A. NAME AND TITLE OF CONTRACTING OFFICER (Type or print)

16C. DATE SIGNED

BY 10-Jun-2004

16B. UNITED STATES OF AMERICA15C. DATE SIGNED15B. CONTRACTOR/OFFEROR

(Signature of Contracting Officer)(Signature of person authorized to sign)

8. NAME AND ADDRESS OF CONTRACTOR  (No., Street, County, State and Zip Code) X W912P6-04-R-0001

X 9B. DATED (SEE ITEM 11)
10-May-2004

10B. DATED  (SEE ITEM 13)

9A. AMENDMENT OF SOLICITATION NO.

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

X The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offer  is extended, X is not extended.

Offer must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended by one of the following methods: 
(a) By completing Items 8 and 15, and returning 1 copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer submitted;
or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers.  FAILURE OF YOUR ACKNOWLEDGMENT TO BE 
RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN  
REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter, 
provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12. ACCOUNTING AND APPROPRIATION DATA (If required)

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS.
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

A. THIS CHANGE ORDER IS ISSUED PURSUANT TO:  (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE
 CONTRACT ORDER NO. IN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying 
office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(B).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT:   Contractor is not,   is required to sign this document and return copies to the issuing office.

14. DESCRIPTION OF AMENDMENT/MODIFICATION  (Organized by UCF section headings, including solicitation/contract subject matter
 where feasible.)

10A. MOD. OF CONTRACT/ORDER NO.

0003

2. AMENDMENT/MODIFICATION NO. 5. PROJECT NO.(If applicable)

6. ISSUED BY

3. EFFECTIVE DATE

10-Jun-2004
CODE

U. S. ARMY ENGINEER DISTRICT, CHICAGO
111 CANAL STREET
CHICAGO IL 60606

W912P6 7. ADMINISTERED BY  (If other than item 6)

4. REQUISITION/PURCHASE REQ. NO.

CODE

See Item 6
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EMAIL:TEL:

 



W912P6-04-R-0001 
0003 

Page 2 of 2 
 

SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
 
 
The following items are applicable to this amendment:    
         
1. CHANGES TO SPECIFICATIONS:  
 
Attached hereto are the following revised pages to specifications.  Revised pages will replace like-numbered pages 
in the subject specifications.  Changes are indicated by an asterisk in the left margin opposite the beginning of the 
revision and an asterisk in the right margin opposite the end.  The revision mark "(Am-0003)" is shown on each 
page of the revised specification sections. 
 
Section    Page No(s)/Paragraph No(s) 
----------------------  ------------------------------------                                              
02300    Page 02300-10, Para. 3.12.1 
 
2. The Proposal Due Date is not extended and remains 24 June 2004 at 4:30 PM, Chicago Local Time. 
 
3. The point of contact for this amendment is David Dilks at 312-846-5373. 

 
 

 



Deer Creek Flood Damage Reduction W912P6-04-R-0001

certifications shall state that the tests and observations were performed 
by or under the direct supervision of the engineer and that the results are 
representative of the materials or conditions being certified by the tests. 
 The following number of tests, if performed at the appropriate time, will 
be the minimum acceptable for each type operation.

3.12.1   Fill and Backfill Material Gradation

One test per 500 cubic yards stockpiled or in-place source material.  
Gradation of fill and backfill material shall be determined in accordance 
with ASTM C 136 and ASTM D 422.

3.12.2   In-Place Densities

a.  One test per 2,000 square feet, or fraction thereof, of each lift 
of fill or backfill areas compacted by other than hand-operated 
machines.

b.  One test per 100 square feet, or fraction thereof, of each lift of 
fill or backfill areas compacted by hand-operated machines.

c.  One test per 100 linear feet, or fraction thereof, of each lift of 
embankment or backfill for pedestrian trails.

3.12.3   Check Tests on In-Place Densities

If ASTM D 2922 is used, in-place densities shall be checked by ASTM D 1556 
as follows:

a.  One check test per lift for each 2,000 square feet, or fraction 
thereof, of each lift of fill or backfill compacted by other than 
hand-operated machines.

b.  One check test per lift for each 100 square feet, of fill or 
backfill areas compacted by hand-operated machines.

c.  One check test per lift for each 100 linear feet, or fraction 
thereof, of embankment or backfill for pedestrian trails.

3.12.4   Moisture Contents

In the stockpile, excavation, or borrow areas, a minimum of two tests per 
day per type of material or source of material being placed during stable 
weather conditions shall be performed.  During unstable weather, tests 
shall be made as dictated by local conditions and approved by the 
Contracting Officer.

3.12.5   Optimum Moisture and Laboratory Maximum Dry Density

Tests shall be made for each type material or source of material  to 
determine the optimum moisture and laboratory maximum dry density values.  
One representative test per 500 cubic  yards of fill and backfill, or when 
any change in material occurs which may affect the optimum moisture content 
or laboratory maximum dry density.

3.12.6   Tolerance Tests for Subgrades

Continuous checks on the degree of finish specified in paragraph SUBGRADE 
PREPARATION shall be made during construction of the subgrades.
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